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WARNING! NEVER EXCEED VOLTAGE 
ANDIOR CURRENT LIMITS specified in this 
document or on ‘ product label. 

NEVER MAKE CGNNECTIONS WHEN 
POWER IS APPLIED as the Anderson Power 
Products® Powerpoie® Modular Connectors 
are not designed] for making or breaking 
connection when! energized. 


NEVER use this product when there is 
apparent damage to the connectors, wiring, or 
connected devices. 


ALWAYS fuse the power source whether it is 


wer supply, or other source, 


PS-4 Plus PS-75/45-4 


IT 1S RECOMMENDED that all connected 
devices have their own individually sized fuse 
protection. 


AVOID using with operating temperatures 
below -20°C (-4° F) or exceed 80° C (176° F). 


PROTECT connections when in damp or wet 
conditions. These units are not designed for 
wet or damp condilions. 


TEMPERATURES may be reached that could 
cause injury. 


THESE PARTS INCLUDE NO CUSTOMER 
REPAIRABLE COMPONENTS. 


BASIC SPECIFICATIONS 


Min °C 


These assemblies are compatible with 
models PP15, PP30, and PP45 Anderson 
Power Products® Powerpole® Modular 
Connectors. Housing model 1327:is available 
in various colors and accepts 15,.30 and 45 
amp,contacis. 


15-amp contact is catalog #1332, the 30-amp 
contact is catalog #1331, and the 45-amp 
contact is #261G2. 75-amp connector 
compatible with PP75 series components. 


Contact wire capacity 

} PP15 20 AWG to 16 AWG 
o PP30 16 AWG to 12 AWG 
re) PP45 14 AWG to 10 AWG 


All units include space to notate connections 
and identification. 


These products use solid copper internal 
interconnect assemblies. 


We reserve the right to modify offerings 
without prior notice. 


Red-Dee-2™ is a trademark of 


JO-COMM 
1413% West Kenneth Road #122 
Glendale CA 91201 
818-845-9540 


10/15/2007 


Anderson Power Products® and Fowerpole® are 
registered trademarks of Anderson Power Products®. 


Power Distribution 


The source of power for radio operation is typically a 
battery, a power supply, solar cells or a combination 
of these. The source needs protection for short 
circuits ar excessive current within the cable or load. 
The powered device needs protection from shorts or 
overload and is especially important when installing 
in a vehicle. 


Low voliage high current distribution creates some 
special considerations. The new upcoming 
automotive standard is a 36-volt battery with an 
output of 42 VDC on average. The reason is that 
they can use smaller gauge wire for the same 
number of watts due to the higher voltage, thus 
reducing overall vehicle weight. 


Therefore having at least a single fuse on the 
pasitive connection from the source except in 
yehicles is OK. Connected devices should ideally 
have both the positive and negative leads fused. 
Additional fuses are unnecessary and especially 
when operating on external battery supply, because 
the volilage drop can be a detriment. 


Fuses including AGC and ATM/ATO/ATC blade 
fuses, are resistive devices and at high currents 
davelop voltage drops of 0.015 volts or greater. In 
addition, every connector and length of wire adds 
additional losses. The maximum voltage window for 
battery operation suggests the use of large gauge 
wire and minimum number of connections, short 
lengths of wire, and minimum number of fuses etc. 


For additional information, please visit the 
www.reddee2.com website. 


PS-4 Plus 

+ Four 45 A Connections up to 46 A total 
+ §8VDC @ 45 A Maximum 

+ Compact, Reliable, and Identifiable 


PS-4T Plus 
+ Three individual 58 VDC @ 45 Amp Anderson 
PowerPole® connectors and one 15 A 
OEM “T” connector supplied with many 
- Mobile Ham radios 
+ Compact, Reliable, and Identifiable 


PS-4 and PS-8 

+ Four or eight 45 A Connections up to 45 A 
total 

+ 58 VDC @ 45 A Maximum 


PS-75/45-4 
+ 7§ A input with four 45 A output 
connections i 


+ 58 VDC @ 45 A Maximum 


PS-6AA 

+ 6 individual 45 A connections up to 45 A total 
+ §8 VDC @ 45 A Maximum 

+ Maybe connected in line or end to end 


Products and variations based on this 
design are covered by patent 7,275,967. 


JO-COMM Limited Warranty 
What Does This Warranty Cover? 


This warranty covers any defects or malfunctions 
in your new Red-Dee-2™ products. 


How Long Does The Coverage Last? 
The JO-COMM products warranted against 


workmanship and/or material failure for a period of 
one year after date of purchase from JO-COMM or 
an authorized dealer. 


What Will JO-COMM Do? 

JO-COMM will repair or replace, at our option, the 
Red-Dee-2™ product still in warranty without 
charge and will return the product to you at our 
expense. Failure to repair may result in your 
option to request a replacement or full refund. 


What Does This Warranty Not Cover? 


This limited warranty does not cover: application 
of excessive voltage or current, improper or 
abnormal usage, accident, abuse, lightning, 
alteration or failure to follow manufacturer's 
cautions and instructions, or typical customer 
replaceable parts. | 

How Do You Get Service? 

To receive warranty service contact JO-COMM at 
www.reddee2.com or 818-845-9540 


Provide. your contact informatid 
the problem, proof of purchase|such as a copy of 
the original sales receipt, and date of purchase to 
request RMA #. You will return at your expense 

to: 


n, a description of 


JO-COMM| 
1413% West Kenneth Rd. #122 
Glendale, CA 971201 


We will inspect your Red-Dee-7 
charge and contact you with the results of our 
inspection. Warranty repairs gompleted and the 
product returned at our cost. !f/you inform us that 
you wish us to provide necessary parts to you but 
you wish to have repairs performed elsewhere, we 


. will return the product and replacement parts to 


you. If the product is out of wafranty, we will 
supply an estimate of the charges required to fix 
or replace. If you authorize repairs, we will return 
the repaired product. You musi pay in advance 


any charges before return shipment of the 


repaired product. If you decide against repairing 
the product, we will return it at your expense or 
destroy it. 


Limitation of Liability 

JO-COMM limits. and restricts | 
consequential and incidental d 
recoverable under this warran 
not allow the exclusion or limit 
consequential damages, so th 
exclusion may not apply to you 


bility for 

amages and are not 
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How Does State Law Appiy? 
This warranty gives you spedific legal rights, 
and you may also have otherjrights, which 

vary from state to state. 
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